
Prensa electro-hidráulica de batería para  
prensar uniones de tubos Multicapa y PEX

CONTIENE:

	Prensa con 4 tenazas tipo U  
	 (16, 20, 25 y 32)
	2 baterías 12 V/3.0 Ah
	1 cargador de baterías

ESPECIFICACIONES:
Cabeza rotatoria  Linterna LED  Display LED con estado de la máquina: número de ciclos de prensado, estado 
de carga de la batería y temperatura   Retroceso automático  Botón de desbloqueo y retroceso manual  Em-
puje lineal de 19 kN

PRESS
T E C H
PROFESSIONAL  
POWER PRESS
POTENTE  RÁPIDA  LIGERA

®

•	 Potente, rápida y ligera. 	 	 	 	 	 	
•	 Se puede utilizar con una sola mano, gracias a su ergonomía y poco peso.
•	 Perfecta para trabajos intensivos, en altura y en espacios reducidos.		 	 	 	
	

Pasador de fijación de la tenaza

Linterna LED

Display LED de estado
Botón de accionamiento

Batería Li-ion.
Para extraerla,  
apretar los lados y  
tirar hacia afuera

Botón de desbloqueo  
y retroceso manual ADVERTENCIAS 

•	No abrir la máquina. En caso de  
avería, enviar al servicio técnico.

•	¡No mojar!
•	Es importante mantener los rodillos 

de empuje y los pasadores de la  
tenaza engrasados.

•	Mantenimiento cada 10.000 ciclos  
de prensado o cada 12 meses (lo que 
ocurra primero).

!

Superficie de goma para un agarre 
cómodo y sin deslizamiento



Electro-hydraulic battery powered pressing  
tool for Multilayer and PEX pipes

CONTAINS:

	Pressing tool with 4 jaws type U  
	 (16, 20, 25 and 32)
	2 batteries	 12 V/3.0 Ah
	1 charger

PRESS
T E C H
PROFESSIONAL  
POWER PRESS
POWERFUL  FAST  LIGHT

®

•	 Powerful, fast and light. 	 	 	 	 	 	
•	 It can be used with one hand, thanks to its ergonomic design and low weight.
•	 Perfect for intense work, at height and in confined spaces.	 	 	 	 	
	

Jaw locking pin

LED light

LED status display
Start button

Li-ion battery.
To remove it,  
press the sides  
and pull out

Unlock button and 
manual retraction WARNINGS 

•	Do not open the machine. In case of 
failure, send to the technical service.

•	Do not wet!
•	It is important to keep the thrust 

rollers and jaw pins greased.
•	Maintenance every 10,000 pressing 

cycles or every 12 months (whatever 
happens firts).

!

SPECIFICATIONS:
Rotating head  LED light  LED display with machine status: number of pressing cycles, battery charge status and  
temperature   Automatic retraction  Unlock and manual retraction button  19 kN linear thrust

Rubber surface for a convenient, 
slip-proof grip


